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Regulations 2026 
 
1.0 all rights reserved 
 
  Marco Thillmann 
  TP - Event GmbH 
  Gorch - Fock - Str. 19 
  D - 21465 Reinbek 

 
 
1.1 Responsible personnel of the championship 
 
 1.  Race Coordinator 
 
  Marco Thillmann 

 
  Information & registration: 
 
  Telephone:  +49173 - 1039222 

Fax:   +4940 - 36194957 
Email:   info@tp-event.de 

 
 2. Event Organizer 
 
  TP - Event GmbH, Marco Thillmann 

 
 3. Stewards 
 
  
  Christian Henschel +49 173 – 717 7767 

Florian Scherler  +49 172 – 821 8985 
  Marco Thillmann  +49 173 – 103 9222 

 
 4. Technical Inspectors 
 
  Christian Henschel +49 173 – 717 7767 
  Florian Scherler +49 172 – 821 8985 

Tobias Henschel +49 174 – 687 3535 
Robert Lorenz  +49 173 – 860 5649 

 
  Technical questions can be with subject „Technik“ to: Florian@tp-event.de 
 

5. Timing Marshal 
 
  Kassandra Mlejnek   +49 170 – 299 9760   
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1.2 Attendance requirements 
 

1. All participants must have fully paid the admission for the European Time Attack Masters 

prior to the race to get registered for the Event. 

 
2. The drivers must have valid driver’s license (car) or a national racing license (car) and be at 

least 18 years old. 

 
3. The confirmation of attendance must be present at the time of the registration of race. 

The Race-Coordinator must be early enough informed if the participant is not going to 

participant on the race. 

 
4. The participant is responsible for making sure that his car is in the regulation of the rules of 

the corresponding class. 

 
1.3 General admission 
 

1. The admission of the final Round is: 

Registration and European Time Attack Masters 499,00 Euro 

 

An additional 50,00 € (late fee) will be charged if the registration will be performed on the 

day of the race Event. 

Approved registration includes a motorsport insurance for the driver, a sticker set, the lease 

of the timing transponder and a total of the 3 entry pass for the Event. 
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1.4 Registration 
 

1. Registration begins on 01. January 2026. Only 1 driver can be registered per car. 
 

2. All drivers must first apply as participants with the registration form. 

If the application is successfully approved, the admission must be paid to the event- 

organizer in 10 working days. Following, the registration must be performed and the 

approval for participance will be issued. The applicant does not have the right to get 

automatically approved from the event- organizer. 

 

3. The latest moment of the registration is on the day of the race; the full admission including 

50,00 € late fee must be paid. 

 
4. Each registered driver gets the race car number assigned form the Race-Coordinator for the 

Final. The driver gets the number approved as soon as the registration is successful 

approved. The timing transponder will be handed out on the race during registration and 

must give back after the race. 

 
5. Each successfully approved driver gets once a sticker package from the Race-Coordinator, 

which includes 1 windshield lettering, 2 small and 2 large race numbers, 

4 main sponsor sticker (max. 30 cm) and 1 sticker for the assigned race class. All stickers, 

which were given by the Race-Coordinator, must be on the car during the race as following: 

 
• The windshield lettering must be installed at the upper end of the windshield without 

restricting the visibility of the driver. 

 

• One small race number must be installed on the passenger side just under the 

windshield lettering. 

 

• The sticker with the assigned race class must be installed in close proximity to the 

small race number (Can also be installed on top of corner of the windshield lettering). 

 

• The large race numbers must be installed in the forward section on driver and 

passenger door, one sticker per one front door. 

 

• The location of the main sponsor sticker is free of choice. 
 

 The Time Attack sticker package can be modified if a tech inspector approved during the 

technical inspection of the car. 

 
1.5 Registration form 
 

The registration form must be filled out completely and needs to be sent to the Race 

Coordinator. Email: info@tp-event.de 
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1.6 Race event 
 

1. 11. Oktober 2026 - Nürburgring GP - European Time Attack Masters 
 

2. The race event is divided into multiple sessions for each class. The sessions are called: 

Training, Warm Up, Qualifying and Superlap Final. The duration of the sessions is between 

10 and 60 min. depending on the schedule of the event. The Training can be cancelled by 

the event- organizer depending on the schedule of the event. 

 
3. The Training will not be timed. All other sessions will be timed. The lap times will be 

announced as soon as by the timing marshals. 

 
4. The event- organizer can combine multiple classes together in one session or separate a 

class into multiple sessions. 

 
5. The fastest 5 participants in the Qualifying of each class will be part of the Superlap Final 

and will get their scoring depending of their position in Superlap Final. Participants which 

didn’t qualify for the Superlap Final will get their scoring, depending on the position in 

Qualifying. 

 
6. Drivers of similar European Time Attack championships respectively, guest starters can 

participate if approved by the event- organizer. They can achieve trophies and scoring for 

the corresponding class. 

 
7. The Superlap Final has 3 laps, One Inlap, one Hotlap and one Outlap. The participation of 

the Superlap Final can be voided if the driver is not present in time of the pre-start. The 

participant will be disqualified if more than the 3 laps were driven. 

 
8. No Superlap Final scoring will be given if the Superlap Final for one or multiple classes is 

canceled due to organizational or technical reasons. 

 
9. Passenger (data logging) or test drivers are allowed during the Training session if the person 

has signed a liability exclusion and the approval from the Race-Coordinator. 

 
10. Driving under the influence of drugs and alcohol is strictly prohibited and will result in  

  the disqualification of the Race. 
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2.0 Classification 

 

1. Technical vehicle classes: A vehicle is assigned to a Technical Vehicle Class based on its 

design, modifications, and compliance with the technical regulations. 

 

2. The following Technical Vehicle Classes apply: 

CLUB 2WD   POCKET ROCKET    EXTREME 

CLUB 4WD   PRO 2WD     ULTIMATE 

CLUB NA   PRO 4WD     SUPERLIGHTS 

CLUB EV   PRO NA 

SUPERCARS   PRO EV 

 

3. Competition Groups: One or more Technical Vehicle Classes may be combined into a 

Competition Group for classification, results, and trophies. 

 

4. The following Competition Groups apply: 

CLUB 2WD 

CLUB 4WD 

SUPERCARS 

NA OPEN (POCKET ROCKET, CLUB NA, PRO NA) 

EV OPEN (CLUB EV, PRO EV) 

PRO  (PRO 2WD, PRO 4WD) 

EXTREME 

ULTIMATE 

SUPERLIGHTS 

 

5. Drivetrain (2WD / 4WD) classes can be mixed if there are less than 5 participants in a 

drivetrain class. 

 

2.1 EV (Electric Vehicle) 

 

1. Electric Cars powered by a purely on an electronic Drivetrain are classified in the CLUB EV 

class and PRO EV, according to the regulations CLUB and PRO (except on the engine 

restrictions). The cars must comply with the safety requirements of the corresponding class. 

 

2.2 SUPERCARS 

 

1. Cars which are listed in the table in 5.0 are so called “Supercars” and will be assigned to the 

Supercars class. The table can be adjusted during the season. The same regulations of the 

Club class will be carried out to the Supercars. When the supercars are modified, following 

regulation will be carried out: 

The cars must comply with the safety requirements of the corresponding class. 

If there are less than 5 participants in the Supercars class, the Supercars can be assigned to 

the PRO or Extreme class, corresponding to the modifications. 
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2.3 SUPERLIGHTS 

1. Class for vehicles with a self-supporting tubular frame construction and monocoque, such 

as Kaipan, Ariel Atom, Caterham, Radical, Norma, Ligier, BEC 1000, Saker, etc., as well as 

open racing cars specifically manufactured for competition and sports prototypes. 

 

2. This class may be further divided into different subclasses depending on the vehicles 

entered.  

 
3. Minor modifications to the bodywork are permitted; however, no modification may be made 

to the structural part of the bodywork. The Technical Scrutineer has full authority to refuse 

acceptance of any vehicle displaying dangerous design features.  

 
4. The safety regulations of the Extreme class shall apply to this class. 

 

2.4 Trophies 

 

1. All trophies will be assigned by the Race-Coordinator. 

 

2. There will be 3 trophies for the 1st, 2nd and 3rd position for the race in every Competition 

Group. 

 

3. The grant ceremony will take place as fast as possible at the end of the event. The drivers 

must take part of the grant ceremony and must wear their race suits. 

 

4. Should a driver be disqualified after the event, the race results shall be updated as soon as 

practicable. 
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3.0 Briefings 
 

1. Every driver has the responsibility to attend at the Briefings. A driver can ask for a extra 

Briefing if there are good reasons not to participate at the normal Briefing. The driver must 

contact the Race-Coordinator or a Steward. It is prohibited to drive on the racetrack without 

the participation of the Briefing! 

 
3.1 Technical inspection (scrutineering) 
 

1. Every car must visit the technical inspection before entering the racetrack. 

 
2. It’s every drivers responsibility that the car complies with the assigned class and will 

withstand the technical inspection. The burden of proof is on the driver’s side. 

 
3. Every driver can be requested for an additional technical inspection by a Steward or Tech-

inspector at any time of the event. 

 
4. A Steward or Tech-inspector must be informed by the driver if any modification are made on 

the car after the scrutineering. The car needs to visit the technical inspection again. 
 

5. Only assigned persons by the Race-Organizer are allowed to perform the scrutineering. 
 

6. The car will be marked by a sticker under the small race number of the windshield if the 
technical inspection was successful. 

 
7. The driver must bring the race suit and safety equipment to the technical inspection. 

 
3.2 Safety in the pits and the pit lane 

 
1. The speed limit of the pit lane is 30km/h, accept if the racetrack operator has a different 

speed limit announced. 

 
2. The speed limit of the pits and the paddock is 10km/h. 

 
3. The pit lane must be always accessible for the ambulance, other participants and vehicles of 

the racetrack operator. 

 
4. Fueling is strictly prohibited in the pit lane. 

 
3.3 Lap timing transponder 
 

1. All drivers must install a transponder to their car. The manual instructions have to be 

followed for the correct installation of the transponder. The Timing-marshals can be asked for 

help. 

 
3.4 Driver clothes 
 

1. The driver must wear a helmet with E Standard, a race suit and appropriate shoes. The use 

of Fia approved driver equipment is recommended in the Pro class and is required in the 

Extreme, Ultimate and Superlights class. This includes helmets, gloves, shoes and 

underwear. The usage of a HANS-Systems is recommended.  
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3.5 Behaviour on the racetrack and during incidents / accidents 
 

1. Actions will be taken which were announced during the Briefing if an incident / accident has 

happened. This includes light and flag signs which the driver must obey in a timely manner. 

The driver can be disqualified and denied from the championship if the driver did not obey 

the requested actions. 

 
2. The Event- organizer is not liable for the race time if a session must be aborted. The lapped 

time will be used for scoring if a session cannot be restarted due to weather conditions or 

track conditions. 

 
3. Delaying faster competitors or dangerous overtaking maneuvers are prohibited. 

Infringements must be reported to the Race-coordinator or the Stewards. 

 
4. It’s prohibited to park a defect car on the racetrack. A safe position off the racetrack should 

be chosen. 

 
5. Accidents and breakdowns must be reported to the Race-coordinator or the Stewards. 

 
6. The participants are liable for self-induced damages to the racetrack. A car with leakage is 

not allow to driver on the racetrack. The driver must bring the car in a safe position off the 

racetrack if a leakage is occurring. Arising expenses for the cleaning of the racetrack must 

be paid be the polluter. 

 
7. External cameras must be secured twice (a suction mount is prohibited). 

 
3.6 Technical objection 
 

1. Definition of technical objection is the assumption of violating the rules by a competitor, even 

though the competitor’s car has passed the technical inspection. Only drivers from the same 

class are eligible to report “technical objection” to the Race-coordinator or the Stewards. The 

latest moment for a report is the beginning of the Qualifying of the certain class. 
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4.0 Commercial rights 
 

1. European Time Attack Masters is an event which is registered trademark. The name and the 

logo are registered and protected by the “Deutschen Marken & Patentamt”. Unlawful use is 

absolutely prohibited. The usage of the logo has always to be approved by the owner. 

 
4.1 Sportive rights 
 

1. The sportive and organisational rights are with the company “TP Event GmbH”. 

European Time Attack Masters is not part of a motorsport umbrella association. Every 

approved participant is covered by a motorsport insurance for body injuries by the Event- 

organizer for the Race. 

 
4.2 Merchandising 
 

1. All rights for merchandising in conjunction with European Time Attack Masters are with the 

company “TP Event GmbH”. The logo can be used to brand the car and team clothing. The 

further usage needs to be approved from the Event- organizer. 

 
4.3 TV rights/ Media/ Interviews 
 

1. The Event- organizer owns all TV / Media/ Interview rights. Any kind of public relations 

activities needs to be approved by the Event- organizer. It is the ambition to establish the 

European Time Attack Masters as a motorsport racing Event. To that effect it is necessary to 

present the European Time Attack Masters in a good way to the public. Any kind of negative 

expressions about the European Time Attack Masters are forbidden. 

 
4.4 Responsibilities of participants towards the Event- organizer of the ETAM 
 

1. It is the responsibility of the participants to the race. It is responsibility of the participants to 

inform the Race-coordinator at least 1 week before, if the participant cannot attend at the 

race. The house rules apply of the certain racetrack operator. These house rules must be 

completely followed. 
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5.0 SUPERCARS 
 

1. This list is with reservations of the Event- organizer. The list can be adjusted during the season, due to 

the newly achieved experience. Exceptions can be reviewed by the Event- organizer and will only be 

decided by the Event- organizer. 

 

Car Manufacturer Model 

Aston Martin All  

Audi R8, RS models from 2012 and newer 

Bentley All 

Bugatti All 

BMW M models F and newer 

Chevrolet Up to C6 and newer 

Dodge Viper 

Ford GT 

Ferrari All 

Gumpert Apollo 

Honda NSX from 2016 and newer 

Jaguar F Type and newer models 

Königsegg All 

Lamborghini All 

Lexus ISF, RCF, LC 500, LFA 

Lotus V6 & V8 Models 

Mercedes AMG models from 2010 and newer 

Mclaren All 

Nissan GTR R35 

Pagani All 

Porsche 991 and newer 

Ultima GTR 
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

1.0 CAR BODY / CHASSIS 

1.1 
The auto body must match the mass produced car from the OEM. No fully tubular construction or composite monocoques are permitted. 

 

1.2 

The original firewall must retain. 
Modifications for clearing wiring 
or roll cage is allowed. 

The original firewall must retain. Modifications for clearing wiring, roll cage, engine, transmission or 
differential is allowed. The modified firewall must resemble the original and in the OEM position. 

Continue to be structural. Create a seal between the forward area and the cockpit; and only use a 
replacement material that must be of the same thickness as the original firewall and of a similar ma-

terial (e.g., steel for steel, aluminium for aluminium).  

Vehicle must have a fireproof 
front and rear firewall. 
Chassis must be engineered to 
be fit for purpose. 

 

 

 

 

 

 

1.3 

Wide fenders and wide body 
kits are allowed to widen the 
width up to 100mm of the origi-
nal width (excluding side mir-
rors).  

Wide fenders and wide body 
kits are allowed to widen the 
width up to 150mm of the origi-
nal width (excluding side mir-
rors).  

Wide fenders and wide body kits are allowed to widen the width 
up to 250mm of the original width (excluding side mirrors).  

Wide fenders and wide body 
kits are allowed to widen the 
width up to 350mm of the origi-
nal width (excluding side mir-
rors).  

 

 

 

 

 

1.4 

Original shock absorber (i.e. Macpherson Strut) towers must be retained. Original shock absorber (i.e. 
Macpherson Strut) towers must 
be retained in the original posi-
tion. Modification of the towers 
to accommodate permitted sus-
pension modifications permit-
ted. 

Suspension is free of choice.  

 

 

 

 

 

 

 

1.5 

  Allowance for removal of material for fitment of fuel or fluid tanks, associated fittings and exhaust is 
permitted in the rear section of the vehicle. 

   

 

 

1.6 

  Rear floor may be modified to accommodate rear differential in vehicles that were originally front 
wheel drive vehicles. 

   

 

 

1.7 

  The floor between the wheelbase may be modified to fit a side exit exhaust. This modification must 
only be in the area of and for the passage of the exhaust system. 
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

2.0 AERODYNAMIC AIDS 

2.1 
The use of other front/rear lips, hoods, spoilers, wings and side skirts are allowed.  

 

2.2 

The use of non-OEM air split-
ters, canards and diffusors are 
prohibited.  

The use of non-OEM air splitters, canards and diffusors are allowed.   

 

 

 

2.3 

Box A: Spoiler lips may extend 
no more than 50mm beyond the 
contour, in line with the front 
bumper. 

Box A: Any aerodynamic aid forward of the front wheels must be 
no more than a maximum of 150mm forward and a maximum of 
200mm wider each side than the OEM bodywork. It must be no 

higher than the front axle centerline. A full front under tray is per-
mitted which must not extend further rearward than the centerline 

of the front axle. 

Box A: Any aerodynamic aid 
forward of the front wheels must 
be no more than a maximum of 
150mm forward and a maxi-
mum of 200mm wider each side 
than the OEM bodywork. It must 
be no higher than the highest 
point of the OEM bonnet. A full 
front under tray is permitted 
which must not extend further 
rearward than the centerline of 
the front axle. 

Box A: Any aerodynamic aid 
forward of the front wheels must 
be no more than a maximum of 
300mm forward and a maxi-
mum of 475mm wider each side 
than the OEM bodywork. It must 
be no higher than the highest 
point of the OEM bonnet. 

 

 

 

 

 

 

 

 

 

 

 

 

2.4 

Box B: Any aerodynamic aid in 
the area of the side skirt, be-
tween the front (Box A) and rear 
(Box C) section must not extend 
further outwards than a maxi-
mum of 50mm per side wider 
than the OEM bodywork. It must 
not extend inwards more than 
150mm from the outermost 
edge of the side skirt. It must be 
no higher than the lowest point 
of the OEM front doors. 

Box B: Any aerodynamic aid 
(i.e. side skirt) in between the 
front (Box A) and rear (Box C) 
section must not extend further 
outwards than a maximum of 
125mm per side wider than the 
OEM bodywork. 

Box B: Any aerodynamic aid in 
the area of the side skirt, be-
tween the front (Box A) and rear 
(Box C) section must not extend 
further outwards than a maxi-
mum of 125mm per side wider 
than the OEM bodywork. It must 
not extend inwards more than 
450mm from the outermost 
edge of the side skirt. It must be 
no higher than the lowest point 
of the OEM front doors. 

Box B: Any aerodynamic aid 
(i.e. side skirt) in between the 
front (Box A) and rear (Box C) 
section must not extend further 
outwards than a maximum of 
125mm per side wider than the 
OEM bodywork.  

Box B: Any aerodynamic aid in 
the area of the side skirt, be-
tween the front and rear wheel, 
must be wider than 350mm 
compared to  the OEM vehicle 
bodywork. 
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

2.0 AERODYNAMIC AIDS 

2.5 

Box C: Any aerodynamic aid 
rearward of the rear wheels 
must be no more than a maxi-
mum of 0mm rearward and a 
maximum of 50mm wider each 
side than the OEM bodywork. It 
must be no higher than a maxi-
mum of 0mm above the highest 
point of the OEM roof.  

Box C: Any aerodynamic aid rearward of the rear wheels must be 
no more than a maximum of 100mm rearward and a maximum of 
100mm wider each side than the OEM bodywork. It must be no 

higher than a maximum of 250mm above the highest point of the 
OEM roof.  

Box C: Any aerodynamic aid 
rearward of the rear wheels 
must be no more than a maxi-
mum of 200mm rearward and a 
maximum of 100mm wider each 
side than the OEM bodywork. It 
must be no higher than a maxi-
mum of 250mm above the high-
est point of the OEM roof. 

Box C: Any aerodynamic aid 
rearward of the rear wheels 
must be no more than a maxi-
mum of 600mm rearward and a 
maximum of 150mm wider each 
side than the OEM bodywork. It 
must be no higher than a maxi-
mum of 300mm above the high-
est point of the OEM roof. 

 

 

 

 

 

 

  

2.6 

Box C: The Spoiler is allowed if 
it is equipped with only 1 air foil, 
if not differently equipped by the 
OEM. 

Box C: An aerodynamic aid fitted above the lowest point of the rear most OEM window must con-
tain no more than two (2) horizontal elements. 

Box C: There is no amount limit 
for the horizontal elements 
which are an aerodynamic aid 
fitted above the lowest point of 
the rear most OEM window. 

 

 

 

 

  

2.7 

    Box C: A rear diffuser/under tray fitted on the underside of the 
bodywork must not extend further forward than the centerline of 

the rear axle. 

   

 

 

 

2.8 

Flat floor is prohibited. 
The underside of the OEM floor 
must remain exposed to the air-
flow. 

Flat floors are permitted in this 
class. The flat floor is not per-
mitted to be part of the struc-
tural monocoque. Mechanical 
force is not permitted to be used 
with the design of the floor. 

Flat floor is prohibited. 
The underside of the OEM floor 
between the centerline of the 
front and rear axles must re-
main exposed to the airflow. It is 
not permitted to cover the un-
derside of the OEM floor or oth-
erwise alter the airflow acting in 
this area (i.e. by fitting a flat 
floor) save for where permitted 
in these regulations. 

Flat floors are permitted in this 
class. The flat floor is not per-
mitted to be part of the struc-
tural monocoque. Mechanical 
force is not permitted to be used 
with the design of the floor. 

Flat floors are permitted in this 
class. The flat floor is not per-
mitted to be part of the struc-
tural monocoque. Mechanical 
force is not permitted to be used 
with the design of the floor. 

 

 

 

 

 

 

 

 

 

  

2.9 
Active aero including any hydraulically or electronically actuated or movable components are not permitted in any class.  
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

3.0 AUTO BODY ATTACHMENTS 

3.1 

The use of other front/rear 
bumpers, hoods and trunks are 
allowed. All bumpers must re-
main full size. 

The use of other front/rear bumpers, hoods and trunks are allowed. 

 

 

 

 

3.2 

The use of non-OEM light 
weight doors and light weight 
roofs are prohibited. 

The use of non-OEM light weight doors and light weight roofs are allowed.  

 

 

 

 
 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

4.0 ROLL CAGE / ROLL BAR 

4.1 

The usage of a roll bar or roll 
cage on a closed car is not  
obligatory but is recommended.  
An open car / convertible re-
quires at least a roll bar (4-
Point). 

A 6-Point roll cage (Illustration 4.1) is required. Door bars is obligated if light weight doors are used. 

 

 

 

 

 

Illustration 4.1  
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

5.0 SEATS & SAFETY HARNESS 

5.1 For every driver and passenger, a seat that conforms to the relevant class requirements must be provided. 

5.2 

A sufficient mounting of the seat 
and has to be guaranteed.  

A sport seat for the driver that is of a "fixed back" design and  
recognised for use in motor sport is required.  

The use of a motor sport seat compliant with FIA standard 8855-
1999, as a minimum, is highly recommended. 

A sufficient mounting of the seat must be guaranteed.  

A motor sport seat compliant with FIA standard 8855-1999 or 
8855-2021 or 8862-2009, as a minimum. 

A sufficient mounting of the seat has to be guaranteed.   

 

 

 

 

5.3 

The position of the driver seat 
must not be relocated. 

The position of the driver seat can be relocated. 
Driving position may be moved rearwards, but not beyond the rear foot well.  

 

 

 

5.4 

A passenger seat must be in-
stalled.  

A passenger seat must not be installed.  

 

 

5.5 

The use of OEM safety harness 
is allowed. It's allowed to use a 
4/5/6-Point safety harness as 
an alternative if an appropriate 
seat is used. A sufficient mount-
ing of the safety harness has to 
be guaranteed. 

The use of 5/6-Point safety harness  
with an appropriate seat is required.  

The use of 5/6-Point FIA approved safety harness  
with an appropriate seat is required.  
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

6.0 FUEL & FUEL SYSTEM 

6.1 

Only fuels which are available at public gas stations are allowed. 
Ethanol mixtures in any ratio with fuel available at public gas stations are allowed. 

All fuels are allowed. 

 

 

6.2 

The OEM fuel tank must be 
used. 

The OEM fuel tank may be replaced with a replacement tank. The replacement tank must comply 
with FIA Fuel Cell requirements and must be located behind the main boom of the roll cage.  

The fuel tank must comply with  
FIA Fuel Cell requirements. 

 

 

 

6.3 

The use of a swirl pot is not al-
lowed. 

The use of a swirl pot is permitted. The swirl pot must not be located in the engine bay and not near to rotating or hot parts.    

 

 

6.4 

The OEM fuel lines must be 
used. No additional fuel lines al-
lowed. 

It is permitted to cut the vehicle floor to the minimum extent necessary to install the fuel tank, but only in the trunk area.  

 

 

 

6.5 

  Fuel lines within the interior are only allowed when routed through a fire-resistant protective conduit or barrier and securely fastened, 
and when they do not come into contact with ignition sources in the immediate surroundings. All lines must be approved under FIA 

Appendix J. All lines must be laid out so that they are not damaged by heat, sparks, or debris in the event of an accident. 

 

 

 

 

6.6 
Fuel tank/system must be sealed from the cockpit.  
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 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

7.0 NITROUS OXIDE 

7.1 

Nitrous Oxide is prohibited. The following details the requirements to use Nitrous Oxide. Any vehicle that does not meet these requirements will need to seek ap-
proval from ETAM PRIOR to the Event for any variation. Competitors are reminded of the dangers associated with the incorrect use of 

nitrous oxide. It is highly recommended that systems are sourced in complete form, from a recognised manufacturer. The following 
regulations apply. 

 

 

 

7.2 

  Nitrous Lines: Must be outside of cockpit for the driver, except where the bottle is mounted in the driver's compartment, in which 
case the line must be plumbed outside the compartment as near as possible to the bottle outlet. Where lines pass converter or fly-

wheel area, they must be encased in 3mm (1/8 inch) minimum thickness steel tubing. High pressure rated hose of minimum 1500 psi 
is required, and a sintered bronze filter, fit for purpose, must be fitted in the gas supply line. 

 

 

 

 

 

7.3 

  Bottle Mounting: Bottles must be mounted outside of the engine compartment. Any bottle located in the driver's compartment must 
be mounted with metal brackets secured to a structural point of the vehicle, and a relief valve, vented outside the driver's compart-

ment, to the atmosphere. Bottles must be upright or semi upright. Inverted bottles not permitted. Bottles must be equipped with on/off 
taps. Bottle shut offs requiring special keys are not acceptable. Bottles used must be purpose built for use with nitrous oxide. Electric 
devices used for raising the temperature of nitrous oxide bottles must be produced for that purpose by an industry manufacturer and 

may not be modified in any way. 

 

 

 

 

 

 

7.4 

  Switching: Both solenoids must operate from a common switch and the system must be capable of being switched off by three 
means: (1) when the throttle is closed; (2) by a special arming switch that provides power to the solenoids; (3) through the normal 

ignition switch. 

 

 

 

7.5 

  Markers: All vehicles using Nitrous Oxide must display special markers located on the outside of the vehicle, in the area where the 
supply bottle is located and adjacent to the vehicles ETAM competition No. on the side of the vehicle. The marker shall be a yellow 

diamond with 125mm sides, with N²O printed in black letters. 

 

 

 

 

7.6 

  Warning Light: A prominent blue warning light, located on the dashboard of the vehicle and visible through the windscreen, must 
indicate when the system is armed. 

 

 

 

Illustration 7.5   
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8.0 FIRE EXTINGUISHER / FIRE SUPPRESSION  

8.1 
A minimum of one (1) handheld fire extinguisher with a minimum capacity of 2,0 kg. 

 

8.2 
The fire extinguisher must be mounted securely in order to prevent movement or flinging during vehicle operation or in the event of an accident.  

 

8.3 
The fire extinguisher must be located within reach of the driver when seated in the normal driving position with harness fastened.  

 

8.4 

Recommended:  
An on-board and plumbed-in fire extinguishing system with a minimum capacity of 2.4 liters, compli-

ant with the applicable recognised motorsport safety standard. 

Recommended: An on-board and plumbed-in fire extinguishing 
system with a minimum capacity of 2.4 liters, compliant with the 

applicable recognised motorsport safety standard. 
 

(Required in Season 2027) 

 

 

 

 

 

8.5 
If a plumbed-in fire extinguishing system mentioned in 8.4 is installed, the minimum capacity of the handheld fire extinguisher mentioned in 8.1 is 900 g.  
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9.0 BATTERY ISOLATION SWITCH / KILL SWITCH 

9.1 

Recommended as in higher 
classes. 

Recommended as in higher classes. 
(Required in Season 2027) 

The vehicle must have a battery isolation (master) switch. 

 

 

9.2 

Recommended as in higher 
classes. 

Recommended as in higher classes. 
(Required in Season 2027) 

It must effectively isolate all electrical circuits from the battery and 
stop the engine. 

 

 

 

9.3 

Recommended as in higher 
classes. 

Recommended as in higher classes. 
(Required in Season 2027) 

There must be a second switch, or a remote means of operating 
the main switch, located from the vicinity of the base of the A-pillar 

on the driver side. 

 

 

 

 

9.4 

Recommended as in higher 
classes. 

Recommended as in higher classes. 
(Required in Season 2027) 

It must be clearly marked.  

 

 

 

Illustration 9.4   
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10.0 BATTERY 

10.1 
All types of batteries are allowed. 

 

10.2 
The terminals must be covered.  

 

10.3 
Each battery must be securely mounted and firmly clamped.  

 

10.4 
The battery location is free. If the battery is installed in the passenger compartment, it must be protected against spill/leakage.  

 

10.5 

Recommended: The battery location must be identified by a blue triangle. 
 

(Required in Season 2027) 

 

 

 

 

Illustration 10.5  
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11.0 ELECTRICAL SYSTEM AND LIGHTING 

11.1 
The electric system must re-
main as delivered by the OEM. 
Aftermarket engine manage-
ment systems are allowed. All 
lights must be remain originally 
in amount, shape and function 
as delivered by the OEM. 

Electrical system is free. 

 

11.2 

The vehicle must be fitted with functioning brake lights which operate when the brake is applied. The vehicle must be fitted with a 
single brake light, mounted cen-
trally, which operates when the 
brake is applied and is clearly 

visible from the rear of the vehi-
cle. 

 

 

 

11.3 
At least one (1) functional headlight and two (2) functional rear lights must be fitted.  

 

11.4 

 Lights may be replaced by covers, provided the external shape remains substantially similar to the 
original light units, except where a functional light is required by these regulations. 

 

 

 

11.5 

  Headlights may be removed, 
but must be replaced with suita-
ble decals in the original loca-

tion. 

 

 

 

 

11.6 

  Taillights must resemble the 
OEM design and remain in the 

original position. 

 

 

 

 

11.7 

  If the original taillights are inop-
erable, at least one functioning 

brake light must be fitted. 
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12.0 SUSPENSION AND SUSPENSION PICK-UP POINTS 

12.1 

Minimum ride height is 80 mm, 
except for the exhaust system.  

Minimum ride height is 50 mm, 
except for the exhaust system. 

Minimum ride height is 65 mm, 
except for the exhaust system. 

Minimum ride height is 50 mm, except for the exhaust system. 

 

 

12.2 

Each fully sprung part of the vehicle, except for the exhaust system, must be at least the specified height above the ground when measured at any point within the 
wheelbase, this includes all side skirts, splitters, bodywork etc. The vehicle ride height will be measured without the driver and tyre pressures at a minimum of 1,4 bar. 

 

 

 

12.3 
Springs/dampers may be replaced. Sway bars are free. Bushes are free. Suspension is free.  

 

12.4 

Original shock absorber towers 
must be retained. No modifica-
tions are allowed. OEM suspen-
sion mounting points on the 
chassis or body structure must 
remain as originally fitted by the 
OEM and may not be rein-
forced, modified, redesigned, or 
relocated. 
All suspension control arms and 
links must remain as originally 
fitted by the OEM. Non-OEM 
components are permitted only 
for camber adjustment. 

Original shock absorber towers must be retained. Original shock absorber towers 
must be retained in the original 
position, but modification is per-
mitted to accommodate allowed 
suspension changes. 

 

 

 

 

 

 

12.5 
All suspension control arms and links are free.  

 

12.6 

OEM suspension mounting points on the chassis or body structure may be reinforced, modified in 
design, and relocated. 

 

 

 

12.7 
Subframes are free but must mount to OEM subframe mounting points.  

 

12.8 

OEM subframe mounting points may be reinforced and modified in design, but must remain in their 
original location. 

 

 

 

12.9 
Push-rod / pull-rod suspension prohibited unless OEM.    
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13.0 TYRES & TYRE WARMER 

13.1 
Only tyres with ECE marking are allowed.  No tyre restrictions. 

 

13.2 

The width is limited to a 
maximum of 295mm for 2wd 
and a maximum of 265mm for 
4wd. Wider tyres are only al-
lowed if wider tyres were deliv-
ered by the OEM.  

   

 

 

 

 

 

 

13.3 
The use of any tyre softening chemical or treatment on tyres is strictly prohibited and will result in immediate exclusion from the event.    

 

13.4 
The tyre thread needs to be covered by the fender. A sufficient clearence must be given during axle articulation.   

 

13.5 
Tyre warmer are prohibited. Tyre warmer are allowed.  

 

 
 Club / Supercars Pocket Rocket Pro Extreme Ultimate 

14.0 BRAKES & WHEELS 

14.1 

With the exception of computer controlled diagonal or transverse braking systems, which are not permitted in any class unless origi-
nally fitted, the complete braking system is free. 

The complete braking system is 
free. 

 

 

14.2 
Each wheel is free and size is unrestricted but must be suited to the tyre size used.  

 

14.3 
A maximum of one metallic spacer may be used behind each wheel. Consideration must be given to wheel stud length when fitting spacers.  
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15.0 TRANSMISSION, DIFFERENTIAL AND DRIVELINE 

15.1 
Clutches and flywheel are free. 

 

15.2 

Gearbox and bell housing are 
free. The usage of dog box gear 
sets are prohibited. 

Gearbox, bell housing and internal components of transmission are free.  

 

 

 

15.3 
Differential and internal components are free.  

 

15.4 
Gearbox and differential oil coolers are permitted.  

 

15.5 

Sequential transmissions and 
automatic transmissions with 
paddle shifters are prohibited, 
except it was originally deliv-
ered by the OEM.  

Automatic transmissions, DCT/ZF transmissions and sequential transmissions are permitted.  

 

 

 

 

 

15.6 

Only drive train concepts deliv-
ered by the OEM are allowed. 

The driveline is free, except that the original number of driven wheels must be retained.  
For example, a 2WD vehicle must remain 2WD and a 4WD vehicle must remain 4WD. 

Driveline is free.  

 

 

 

15.7 
Transmission gear change operation is free but must be a function of the driver.  
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16.0 WINDOWS & WINDSHIELD / WINDSCREEN 

16.1 

It's required to use the OEM 
windows.  

Windows may be replaced with Lexan, except for the OEM windscreen, which must be retained. Windows may be replaced with 
Lexan, but remain in the OEM 
position and comply with the 
OEM dimensions. 

 

 

 

 

16.2 
Window tinting is acceptable as long as the visibility of the driver not restricted.   

 

16.3 
The windshield wiper system must be fully functional.   

 

16.4 

The windshield must be venti-
lated or heated. 

The windscreen must be ventilated or heated. A chemically treated windscreen may be permitted as an alternative, subject to ap-
proval by the Chief Scrutineer. The competitor must demonstrate that the treatment provides adequate visibility under operating con-

ditions. 
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17.0 ENGINE 

17.1 

Only engines delivered by the 
OEM in this model are allowed. 

All engines are allowed. 

 

 

17.2 

Club NA: 
Only natural aspirating engines 
with a capacity of 2,5 L deliv-
ered by the OEM in this model 
are allowed.  

Only naturally aspirated piston 
engines with a maximum of 
1750cc are allowed. Increasing 
of the cylinder capacity of more 
than 1750cc is prohibited. 

PRO NA:  
Only natural aspirating engines 
with a capacity of  
3800 cc are allowed. Increasing 
of the cylinder capacity of more 
than 3800 cc is prohibited. 
 
PRO:  
No engine capacity limit. 

No engine capacity limit.  

 

 

 

 

 

 

 

 

17.3 
All internal engine components are allowed.  

 

17.4 

Club 2WD/4WD: 
The exchange of the turbo-
charger (1) is allowed. Maxi-
mum Inducer diameter of billet 
compressor wheel is 45,7 mm. 
Maximum Inducer diameter of 
casted 
compressor wheel is 48,3 mm.  

No forced induction is allowed. All turbochargers and compressors are allowed.  

 

 

 

 

 

 

 

17.5 

Club 2WD/4WD:  
Non-OEM individual throttle 
bodies are allowed. 
 
Club NA: 
Only individual throttle bodies 
delivered by the OEM in this 
model are allowed. 

Non-OEM individual throttle bodies are allowed.  

 

 

 

 

 

 

17.6 

Club NA:  
All electrical Engines are al-
lowed. Only Software optimizing 
is allowed. 
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18.0 COOLING 

18.1 
Cooling system hoses, pipes and clamping systems may be replaced. 

 

18.2 

The radiator needs to be-
mounted at the same location 
delivered by the OEM. 

The engine coolant radiator and its mounting are free, provided they are contained within the vehi-
cle bodywork and remain within the general location of the original radiator. 

example: in front of the engine for a front-engine vehicle 

Cooling system location is free.  

 

 

 

18.3 

The original radiator support 
panel and associated structures 
must be retaind. 

The original radiator support panel and associated structures may be removed or replaced with al-
ternate materials. 

   

 

 

 

18.4 

Additional ducting for cooling systems is free, provided it is contained within the bodywork and complies with all other permitted chas-
sis and body modifications. 

Cooling ducting may extend ex-
ternally to the bodywork, pro-
vided it remains within the maxi-
mum permitted body dimen-
sions. 
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19.0 EXHAUST SYSTEM 

19.1 

The complete exhaust system may be modified or replaced. 
It's necessary to ensure that the noise limit of the racetrack is not exceeded. For that, you must ask the organizer for the noise limit. 

 

 

19.2 

The routing of the exhaust sys-
tem should be equivalent to the 
OEM. 

The routing of the exhaust system is free.  

 

 

 

19.3 

  Rearward-facing exhaust outlet position: 
The outlet(s) must be between 75 mm and 600 mm above the ground and within 100 mm longitudinally of the rear of the bodywork. 

 
Side-exit-facing exhaust outlet position: 

The outlet(s) must be located rearward of the midpoint of the wheelbase (in the rear half of the car). 
Must not project beyond the maximum width of the vehicle bodywork 
and must not terminate more than 50 mm inwards of the coachwork. 

The outlet(s) must exit in a direction away from the centerline of the vehicle. 

 

 

 

 

 

 

 

 

 

19.4 

  Side-exit-facing exhaust outlet position: 
Max 200 mm above the lowest point of the OEM body sill line. 

   

 

 

19.5 

  If any part of the exhaust system passes through the passenger compartment, it must be fully contained within a sealed and heat-
resistant enclosure that effectively isolates the exhaust system from the passenger compartment.  
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20.0 DASHBOARD & DOOR PANELS & MIRRORS 

20.1 
Dashboard & door panels: Local modification to the interior for fitment of a roll cage is allowed. 

 

20.2 

The OEM Dashboard must be 
retained. 

Each vehicle must retain a full-length dashboard. Choice of dashboard is free.  

 

 

 

20.3 

Door panels / trims must be installed. 
The choice of material and design is free. 

Choice of door panels / trims is free.  

 

 

20.4 
The use of aftermarket mirrors is permitted. The vehicle must be fitted with a minimum of two functional rear vision mirrors.  

 

20.5 

The installation 
location of the mirrors must be 
equal to the OEM. 

The installation location is free of choice as long as the visibility of the driver is not restricted.  

 

 

 

20.6 

    A rear vision camera system 
may be used in place of rear vi-
sion mirrors. Each rear-view 
camera system must be ap-
proved by the Chief Scrutineer. 
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21.0 TOW HOOK & TOWING POINT 

21.1 
The forward and rear original tow points must be accessable and fully functional (capable of towing the automobile on a sealed surface with its wheels locked). 

 

21.2 

The tow points must be marked with an contrasting colour marking "TOW".  
A tow strap/hook can be used as an alternative if it's properly to the frame attached. 

 

 

 

 
 

Illustration 21.2  


